
SHOP DRAWINGS FOR PRE-ENGINEERED FLOOR
OR ROOF TRUSSES MUST BE ONSITE AT TIME OF
FRAMING INSPECTION AND HAVE AN ORIGINAL
WASHINGTON SEAL & SIGNATURE OF THE
DESIGNER. PROCEEDING WITH FRAMING WITHOUT
APPROVED DETAILS AND PLANS IS DONE SO AT
THE RISK OF THE CONTRACTOR/APPLICANT.

PROVIDE LANDINGS AT NEW EXTERIOR DOORS WITH A
MINIMUM SIZE OF 36" IN THE DIRECTION OF TRAVEL AND
NOT LESS THAN THE WIDTH OF THE DOOR (IRC R311.3).

GARAGE FLOOR SURFACE:  SHALL BE OF AN
APPROVED NONCOMBUSTIBLE MATERIAL. THE
AREA OF FLOOR USED FOR VEHICLE PARKING
SHALL BE SLOPED TO FACILITATE THE
MOVEMENT OF LIQUIDS TOWARD THE MAIN
VEHICLE ENTRY DOORWAY (IRC R309.1).

TRUSS CONSTRUCTION NOTES (IBC 2303.4):
•  ALL TRUSSES SHALL CARRY MANUFACTURERS STAMP.
•  ALL TRUSSES SHALL BE SUPPORTED LATERALLY AT POINTS OF BEARING BY SOLID
BLOCKING TO PREVENT ROTATION AND LATERAL DISPLACEMENT, AND BRACED TO
MANUFACTURERS SPECIFICATIONS.
•  TRUSSES SHALL NOT BE FIELD ALTERED WITHOUT PRIOR APPROVAL FROM KING
COUNTY DLS OR ENGINEERING CALCULATIONS.
•   ALL TRUSSES SHALL HAVE DESIGN DETAILS AND DRAWINGS ON SITE FOR
FRAMING INSPECTION.
•  ALL CONNECTIONS OF RAFTERS, JACK OR HIP TRUSSES TO MAIN GIRDER TO BE
PROVIDED BY TRUSS MANUFACTURE.
• SEALED CALCULATIONS SHALL BE SUBMITTED AND STAMPED BY AN ENGINEER
REGISTERED IN THE STATE OF WASHINGTON.
•  ALL NON-BEARING WALLS SHALL BE HELD AWAY FROM TRUSS BOTTOM CHORD ½"
WITH AN APPROVED FASTENER TO INSURE NON-BEARING OF TRUSS ON WALL.
•  SPECIFIED APPROVED HANGERS MUST BE USED AT ALL CONNECTIONS OF RAFTERS,
JACK OR HIP TRUSSES TO THE MAIN GIRDER AS REQUIRED.
•  TRUSSES SHALL BE ATTACHED TO SUPPORTING WALL ASSEMBLIES BY CONNECTIONS
CAPABLE OF RESISTING UPLIFT FORCES AS SPECIFIED ON TRUSS DESIGN DRAWINGS FOR
ULTIMATE DESIGN WIND SPEED.
•  FOLLOW TRUSS MANUFACTURERS GUIDELINES FOR OVER-FRAMED AREAS.
•  ALTERATIONS RESULTING IN THE ADDITION OF LOAD (EG HVAC EQUIPMENT,
WATER HEATERS, ETC.) THAT EXCEED THE DESIGN LOAD SHALL NOT BE PERMITTED
WITHOUT SPECIFIC ENGINEERING JUSTIFYING THE DESIGN.

NOTE: THE PROPOSED BUILDING IS IDENTIFIED ON THE APPLICATION AS
"UNHEATED" AND DOES NOT CONFORM TO THE WASHINGTON STATE
ENERGY CODE FOR BUILDING INSULATION REQUIREMENTS.  THEREFORE,
HEATING OR COOLING OF THIS BUILDING IS NOT PERMITTED UNLESS THE
BUILDING IS UPGRADED TO CURRENT ENERGY CODE REQUIREMENTS. SEPARATE
PERMITS ARE REQUIRED PRIOR TO INSULATING AND/OR INSTALLING
MECHANICAL EQUIPMENT.
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Issuance of permit or plans, specifications, and
computations shall not be construed to be permit for
or approval of any violation of any of the provisions
of the International Building Codes, Washington
State Code, or any other ordinance of King County.

Plans Reviewed for
Code Compliance

Bldg Plans Examination Engineer III
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Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.
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Post Backfill per IBC 1807.3.3
The backfill around columns not embedded in poured concrete footings shall be
by one of the following methods:
1. 2000 psi f'c strength concrete with hole greater than 4" than column diagonal.
2. granular aggregate thoroughly compacted by tamping layers not more than 8"
in depth.
3. controlled low-strength material per geo-technical engineering soils report
placed under special inspection.

***King County inspector reserves right to request***
***documentation of proper backfill methodology****
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