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830'

832'

834'

830'

832'

834'

836'

838'

840'

842'

828'

A 831.00'
B 835.00'
C 837.37'
D 833.37'

((831.00X 78) + (835.00X 32) + (837.37 X 78) + (833.37 X 32))
78 + 32 + 78 + 32

= 834.18' AVERAGE ELEVATION

78'

32
'

ENTRY
(ON BASEMENT LEVEL)

MAIN HOUSE
AVERAGE BUILDING ELEVATION

141.92' + 25.00 = 166.92'

838'

PROPERTY OWNER
GEOFF AND JULIE SWEET
XXXX 310TH AVENUE SE. RAVENSDALE WA 98051

TAX LOT NUMBER
042107-9187

LEGAL DESCRIPTION
PARCEL D, KING COUNTY BOUNDARY LINE ADJUSTMENT,
RECORDED NOVEMBER 25, 1996, UNDER RECORDING NUMBER
9611259005, BEING THER SOUTH HALF OF GOVERNMENT LOT
6, SECTION 4, TOWNSHIP 21 NORTH, RANGE 7 EAST, W.M., IN
KING COUNTY, WASHINGTON; SITUATE IN THE COUNTY OF
KING, STATE OF WASHINGTON.

SCOPE OF WORK
CONSTRUCTION OF A NEW 4,624 SF RESIDENCE WITH
ASSOCIATED SEPTIC SYSTEM, WELL, AND ASSOCIATED
LANDSCAPING AND HARDSCAPING.

BUILDING CODES
2015 INTERNATIONAL BUILDING CODE, 2015 INTERNATIONAL
RESIDENTIAL CODE, 2015 WA STATE ENERGY CODE, UNIFORM
PLUMBING CODE, INTERNATIONAL MECHANICAL CODE

ZONING RESTRICTIONS
ZONE    RA10 - ONE DWELLING UNIT PER
10 ACRES
LOT AREA    871,200 SF (20.00 ACRES)
MAX IMPERVIOUS AREA   15% (PER KCZ 12A.12.0.30)

HEIGHT LIMIT  40' (PER KCZ 12A.12.0.30)

SETBACKS (F,B,S,S) 30', 10', 10', 10' (PER KCZ 12A.12.0.30)

PARKING   2.0 MIN. SPACES

PRESCRIPTIVE INSULATION REQUIREMENTS
CLIMATE ZONE 4C (MARINE)
FENESTRATION:  U = 0.30
OVERHEAD GLAZING:  U = 0.50
CEILINGS:  R-49
VAULTED CEILINGS:  R-38
WALLS:  R-21 (W/ HEADERS INSULATED R-10 MIN.)
WALLS:  R-21 (BELOW GRADE INTERIOR FRAMING)
WALLS: R-15 (BELOW GRADE CONT. INTERIOR)
WALLS:  R-10 (BELOW GRADE EXTERIOR)
FLOORS:  R-30
SLAB ON GRADE:  R-10 (2' PERIMETER)

ALL NEW GLAZING AND DOOR U-VALUES AND INSULATION
R-VALUES TO SATISFY PRESCRIPTIVE PATH OF THE 2015
WASHINGTON STATE ENERGY CODE
(SEE WINDOW & DOOR SCHEDULE FOR INDIVIDUAL U VALUES)

ARCHITECT
LANE WILLIAMS ARCHITECTS
2420 8TH AVE W SEATTLE WA 98119
CONTACT: KELLEN WHITE
KELLEN@LANEWILLIAMS.COM
P. 206.284.8355

STRUCTURAL ENGINEER
EVERGREEN DESIGN CO
1044 WYNDHAM WAY
CAMANO ISLAND, WA 98282
CONTACT: LORI BROWN, PE
LORI@EVERGREENDESIGNCOMPANY.COM
360.387.8480

CONTRACTOR
#GENERAL CONTRACTOR COMPANY
LIC NO: #GENERAL CONTRACTOR LICENSE
#GENERAL CONTRACTOR ADDRESS
CONTACT: #GENERAL CONTRACTOR NAME
#GENERAL CONTRACTOR EMAIL
#GENERAL CONTRACTOR PHONE

SURVEYOR
SITE SURVEY, INC.
21923 NE 11TH STREET  SAMAMMISH, WA 98074
425.298.4412

CIVIL ENGINEER
CIVIL ENGINEERING SOLUTIONS
102 NW CANAL STREET  SEATTLE, WA 98107
CONTACT: DUFFY ELLIS, PE
DUFFY@CESOLUTIONS.US
206.930.0342

LANDSCAPE
#LANDSCAPE COMPANY
#LANDSCAPE ADDRESS
CONTACT: #LANDSCAPE CONTACT
#LANDSCAPE EMAIL
#LANDSCAPE PHONE

INTERIOR DESIGNER
#INTERIOR DESIGNER COMPANY
#INTERIOR DESIGNER ADDRESS
CONTACT: #LANDSCAPE CONTACT
#INTERIOR DESIGNER EMAIL
#INTERIOR DESIGNER PHONE

IMPERVIOUS AREA CALCULATIONS
LOT AREA     871,200 SF (20.00 ACRES)
MAXIMUM IMPERVIOUS SURFACE (20%) - 174,240 SF

SEE IMPERVIOUS CALCULATIONS FROM PROVIDED CIVIL
ENGINEERING REPORT - VIA CIVIL ENGINEERING SOLUTIONS.

EARTH DISTURBANCE CALCULATIONS
SF OF EXCAVATION   2,400 SF
DEPTH OF EXCAVATION  8 FT
CUBIC YDS OF EXCAVATION  566 CY

FLOOR AREA CALCULATIONS
BASEMENT
 HEATED    1,252 SF
 UNHEATED    364 SF
 GARAGE    669 SF
 TRASH AREA    32 SF
 TOTAL     2,317 SF

FIRST FLOOR
 HEATED    2,339 SF
 TOTAL     2,339 SF

TOTAL HEATED    3,591 SF
TOTAL SF     4,656 SF

BUILDING HEIGHT CALCULATIONS
MAX ALLOWABLE HEIGHT  40 FT
AVERAGE BUILDING ELEVATION 508.00'
ALLOWABLE BUILDING HEIGHT 548.00'
PROPOSED HEIGHT   519.00'

AVERAGE GRADE CALCULATIONS
SEE SHEET A1.

ROOF VENTILATION CALCULATIONS
SEE ROOF PLAN, SHEET A6.

FOUNDATION VENTILATION CALCULATIONS
NOT APPLICABLE.

HEATING SYSTEM
NEW HIGH EFFICIENCY GAS FURNACE W/ MIN. AFUE OF 92%

RESIDENTIAL ENERGY CREDIT CALCULATIONS
REQUIREMENTS PER SEC R406 TABLE R406.2:
MEDIUM DWELLING (> 1500SF AND < 5000 SF )=3.5 CREDITS

OPTION 1C EFFICIENT BUILDING ENVELOPE (2.0 CREDIT)

OPTION 3B HIGH EFFICIENCY HVAC EQUIPMENT (1.0 CREDIT)
AIR SOURCE HEAT PUMP WITH A MIN, HSPF OF 9.0

OPTION 5B EFFICIENT WATER HEATING (1.0 CREDIT)
GAS, PROPANE, OR OIL WATER HEATER WITH A MIN. EF OF 0.74

TOTAL CREDITS PROVIDED: 4.0 CREDITS

TESTS & CERTIFICATIONS
DUCT LEAKAGE TEST RESULTS SHALL BE PROVIDED TO THE
BUILDING INSPECTOR & HOMEOWNER PRIOR TO AN
APPROVED FINAL INSPECTION

A RESIDENTIAL ENERGY COMPLIANCE CERTIFICATE
COMPLYING WITH  SEC 105.4 IS REQ'D TO BE COMPLETED BY
THE DESIGN PROFESSIONAL OR BUILDER & PERMANENTLY
POSTED WITHIN 3' OF THE ELECTRICAL PANEL PRIOR TO FINAL
INSPECTION

BUILDING AIR LEAKAGE TESTING, DEMONSTRATING AN AIR
LEAKAGE RATE NOT TO EXCEED 5 AIR CHANGES PER HOUR.
(R402.4.1.2) IS REQ'D PRIOR TO FINAL INSPECTION.  THE TEST
RESULTS SHALL BE POSTED ON THE RESIDENTIAL ENERGY
COMPLIANCE CERTIFICATE

A SIGNED AFFIDAVIT DOCUMENTING THE DUCT LEAKAGE TEST
RESULTS SHALL BE PROVIDED TO THE BUILDING INSPECTOR
PRIOR TO AN APPROVED FINAL INSPECTION

DUCT LEAKAGE TEST RESULTS SHALL BE PROVIDED TO THE
BUILDING INSPECTOR & HOMEOWNER PRIOR TO AN
APPROVED FINAL INSPECTION

HIGH EFFICACY LUMINAIRES
MINIMUM 75% OF ALL INTERIOR LUMINAIRES SHALL BE HIGH
EFFICACY LUMINAIRES

VAPOR RETARDERS
VAPOR RETARDER PAINT LISTED FOR THIS APPLICATION, TO BE
USED ON THE INTERIOR SIDE OF ALL EXTERIOR WALLS AND
CEILINGS, 5 MIL POLY VAPOR BARRIER TO BE PLACED ON
UNDERSIDE OF NEW FLOOR SLABS, AND WOOD WALLS/
CEILINGS.

INDOOR AIR QUALITY
PRESCRIPTIVE PATH PER 2015 INTERNATIONAL MECHANICAL
CODE
ALL NEW EXHAUST DUCTS TO MEET REQUIREMENTS OF IMC
603.2.

NEW SOURCE SPECIFIC VENTILATION LOCATIONS PER IMC
TABLE 403.3:
BATHROOM FANS:     MINIMUM 50CFM
(INTERMITTENT)
KITCHEN FANS:     MINIMUM 100CFM
(INTERMITTENT)
*SEE PLANS FOR ACTUAL SIZING

SOURCE SPECIFIC VENTILATION CONTROLLED BY MANUAL
SWITCHES AND/OR TIMERS.

GENERAL NOTES
CONTACT ARCHITECT IMMEDIATELY CONCERNING ANY
DISCREPANCIES IN THE DRAWINGS PRIOR TO PROCEEDING
WITH WORK IN THE AFFECTED AREA.

DIMENSIONS ARE TO FACE OF CONCRETE AND FACE OF
FRAMING UNLESS OTHERWISE NOTED.

ALL APPLICABLE CODES, ORDINANCES, AND MINIMUM
STRUCTURAL REQUIREMENTS TAKE PRECEDENCE OVER ALL
DRAWING NOTES, SPECIFICATIONS, AND SIZES.

VERIFY ALL DIMENSIONS BEFORE BEGINNING WORK.

DO NOT SCALE DRAWINGS.

PROVIDE APPROVED DRAFTSTOPPING IN CONCEALED SPACE
BETWEEN CEILING AND FLOOR PER IBC.

PROVIDE APPROVED FIRESTOPPING IN WALLS PER IBC.

PROVIDE SOLID WOOD BLOCKING FOR SUPPORT AT ALL WALL
MOUNTED FIXTURES.

FLASH ALL OPENINGS WITH MINIMUM 26 GAUGE GALVANIZED
OR ALUMINUM.

CAULK ALL OPENINGS COMPLETELY.

ALL WOOD IN CONTACT WITH CONCRETE OR MASONRY TO BE
PRESSURE TREATED.

ALL SMOKE DETECTORS TO BE HARDWIRED WITH BATTERY
BACK-UP PER CODE.

PROVIDE CARBON MONOXIDE DETECTORS AT ALL LEVELS PER
IRC R315

EACH DWELLING UNIT IS REQ'D TO BE PROVIDED WITH AT
LEAST 1 PROGRAMMABLE THERMOSTAT FOR THE REGULATION
OF TEMPERATURE

DIGITAL COPIES
PDF FORMAT //  
PROJECTS.LANEWILLIAMS.COM/RAVENSDALE_PDFS

BIMX FORMAT //  
PROJECTS.LANEWILLIAMS.COM/RAVENSDALE_BIMX

SHEET INDEX
A1

A2
A3
A4
A5
A6
A7
A8
A9
A10
A11
A12
A13
A14
A15
A16
A17
A18
A19
A20
S1.0
S2.1
S2.2
S2.3
S3.0
S3.1
S3.2
S3.3

PROJECT INFO/NOTES
SURVEY 01
SURVEY 02
SITE PLAN
DETAILED SITE PLAN
BASEMENT
FIRST FLOOR PLAN
ROOF
ELEVATIONS
SECTIONS
CALCS. // PERSPECTIVES
WALL SECTIONS
WALL SECTIONS
ENLARGED STAIR
TYPICAL DETAILS
TYPICAL DETAILS
BASEMENT RCP
MAIN FLOOR RCP
KITCHEN ENLARGED
LIVING/ DINING ENLARGED
POWDER ROOM/ MASTER BATH ENLARGED
LAUNDRY ROOM ENLARGED
STRUCTURAL NOTES
FOUNDATION/ BASEMENT PLAN
FIRST FLOOR FRAMING PLAN
ROOF FRAMING PLAN
TYPICAL DETAILS
SECTIONS & DETAILS
SECTIONS & DETAILS
SECTIONS & DETAILS

R1

SCALE: 1/8"   =    1'-0"1 GRADE ELEVATION DIAGRAM
DWEL21-0051 APPROVED HOUSE PLANS Page 1 of 26

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051

APPROVED PLANS AND SUPPLEMENTAL
DOCUMENTATION SHALL BE AVAILABLE ON
SITE IN PRINTED FORM AT THE CORRECT

SCALE AS SHOWN ON THE PLANS.  FAILURE
TO HAVE PLANS AND SUPPLEMENTAL
DOCUMENTATION ON SITE AT TIME OF

INSPECTION CAN RESULT IN AUTOMATIC
FAILURE WITH RE-INSPECTION FEE.
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PROPOSED CLEARING
FOR FUTURE SHOP
(SHOWN DASHED):

2,304 sq ft

83
6'83

8'

DN

PROPOSED NEW CLEARING
FOR CONSTRUCTION OF

A SINGLE FAMILY RESIDENCE
(SHOWN DASHED)

9,810 sq ft

EXISTING CLEARED AREA
(SHOWN DASHED):

36,998 sq ft

30'
MIN. SETBACK FROM ROAD

10'
MIN. SETBACK

+/-92'-6"
TO PROPERTY LINE

S0
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3'
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"W
65
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S89°06'45"E
1305.84'
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N
0°

47
'3

2"
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65
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'

PARCEL NO.
042107-9187

PARCEL NO.
042107-9184

CATEGORY I CARA

CATEGORY II CARA

CATEGORY I CARANO CRITICAL AREA

CATEGORY II CARA

NO CRITICAL AREA
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NO CRITICAL AREA

EROSION HAZARD AREA
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EA

CATEGORY I CARA

NO CRITICAL AREA

CATEGORY I CARA

CATEGORY II CARA

60' INGRESS/EGRESS &
UTILITY EASEMENT

NOTE: SEE UPDATED CIVIL
DRAWING(S) FOR NEW ROAD AND

STORMWATER MANAGEMENT.
*RESUBMITTED 01.05.23.

NOTE: SEE DRAWING PACKAGE FOR
DETACHED POLE BARN.

*RESUBMITTED 01.05.23.
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80'-9"

EXISTING
ACCESS DRIVE

9,411 sq ft

NEW SINGLE STORY
RESIDENCE W/ BASEMENT

XXXX 310TH AVENUE SE. RAVENSDALE
WA 98051
(042107-9187)

BASEMENT EL. 504.5'
MAIN FLOOR EL. 513.5'

PROPOSED
WELL SITECLEARED AREA

FOR POLE
BARN SHOP

830'

840'

850'

850'

840'

830'

DIRT ACCSS
ROAD
EXISTING

PROPERTY LINE

SETBACK LINE

SITE PLAN KEY

NEW PAVED AREA

SANITARY SEWER LINE

POWER POLE

WATER METER

EXISTING BUILDING (TO BE
REMOVED)

STREET CENTERLINE

NEW BUILDING AREA

EXISTING BUILDING AREA TO REMAIN

FILTER FABRIC FENCE

DRAINAGE LINE (SEE CIVIL)

E

G

600'

600'

CONSTRUCTION ENTRANCE

EXIST GRADE

NEW CONTOUR LINE

ORIGINAL GRADE CONTOUR LINE

WATER LINE

GAS LINE

POWER METER

GAS METER

CE

POWER LINE

ELEVATION

COVERED STOCK PILE

TREE DRIP LINE

PROTECTION FENCING

CPC

EXISTING DOWNSPOUT TO REMAIN

NEW DOWNSPOUT (SEE ELEVATIONS)

DS

DS

R2

R2

SCALE: 1"   = 50'1 SITE PLAN

DWEL21-0051 APPROVED HOUSE PLANS Page 4 of 26

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.
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N
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-0'-1 1/2"

DIRT ACCESS ROAD
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GRAVEL
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NEW CONC.
PAVER TERRACE

DRIVEWAY
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(OVERALL)

H
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TERRACE PLANTER TERRACE

DIRECTION OF DOWNSPOUTS

824'
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828'
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842'
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830'
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32
'
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'-1
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DSDSDS

ENTRY
(ON BASEMENT LEVEL)

NEW SINGLE STORY
RESIDENCE W/ BASEMENT

XXXX 310TH AVENUE SE.
RAVENSDALE WA 98051

(042107-9187)
BASEMENT EL. 831.0'
MAIN FLOOR EL. 840.0'

838'

FILTER FABRIC FENCE

DRAINAGE LINE (SEE CIVIL)

E

G

600'

600'

COVERED STOCK PILE

CONSTRUCTION ENTRANCE

TREE DRIP LINE

PROTECTION FENCING

EXIST GRADE

PROPERTY LINE

SETBACK LINE

SITE PLAN KEY

NEW PAVED AREA

SANITARY SEWER LINE

NEW CONTOUR LINE

ORIGINAL GRADE CONTOUR LINE

WATER LINE

GAS LINE

POWER POLE

POWER METER

WATER METER

GAS METER

CPC

CE

EXISTING BUILDING (TO BE
REMOVED)

STREET CENTERLINE

NEW BUILDING AREA

POWER LINE

EXISTING BUILDING AREA TO REMAIN

ELEVATION

EXISTING DOWNSPOUT TO REMAIN

NEW DOWNSPOUT (SEE ELEVATIONS)

DS

DS

SCALE: 1/8"   =    1'-0"1 DETAILED SITE PLAN
DWEL21-0051 APPROVED HOUSE PLANS Page 5 of 26

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.
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CONTROL
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JOINT
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JOINT

CONTROL
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5
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2
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1
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2
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2
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3
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1
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1
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O
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M
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. 1
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 1

'-0
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SL
O
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O
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RA
IN

M
IN

. 1
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" :
 1
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HOT & COLD
WATER HOSE BIB
(CONFIRM
PLACEMENT W/
ARCHITECT)

STUB OUT FOR
FUTURE SINK

STUB OUT FOR FUTURE TOILET/
PLACE DRAIN FOR FUTURE TOILET

STUB OUT FOR
FUTURE SHOWER

SET DRAIN FOR
FUTURE SHOWER

MUD / ENTRY
CONC.

C.

GARAGE
CONC.

TRASH/
RECYCLE
CONC.

DRIVEWAY
CONC.

HW
FURN.

C.

STORAGE
CONC.

STORAGE
CONC.

EL
EC

TR
IC

AL
PA

N
EL

BENCH

836'

834'

836' 838'

838'

SD

CM

1
A1

LINE OF FRAMING

LINE OF FRAMING

T

1

A

A

SYMBOL KEY

WINDOW
SYMBOL

SMOKE
DETECTOR

EXHAUST
FAN

TEMPERED GLASS
(ELEVATIONS)

OBSCURE GLASS
(ELEVATIONS)

DOOR
SYMBOL

OVERHEAD
WINDOW
SYMBOL

GAS BIB

HOSE BIB

SMOKE DETECTOR/
CARBON MONOXIDE
DETECTOR

EXISTING TO
REMAIN

ENLARGED
PLAN
INDICATOR

OBSC.

WALL, FLOOR, AND
ROOF ASSEMBLIES

SIDING, PER ELEVATION O/
1X PT FURRING STRIPS W/
2" FOIL FACED
RIGID INSULATION O/
WEATHER BARRIER O/
PLYWOOD SHEATHING O/
2X6 FRAMING, PER STRUCTUAL W/
R-21 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

W3 EXTERIOR WALL ASSEMBLY

EXTERIOR INTERIOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
DAMP PROOFING O/
8" CONC. FOUNDATION WALL

EXTERIOR INTERIOR

W1 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL

FLOOR FINISH PER PLAN
SHEATHING, PER STRUCTURAL O/
JOISTS PER STRUCT W/
R-38 BATT INSULATION O/
FINISH CEILING, PER PLAN

FINISH
CEILING

F3 FLOOR ASSEMBLY:
TYP. FRAMED FLOOR

FINISH
FLOOR

F2 FLOOR ASSEMBLY:
BASEMENT SLAB (FULLY INSULATED)

FINISH
FLOOR

F1 FLOOR ASSEMBLY:
GARAGE / EXTERIOR CONC. APRON(S)

4" CONC. SLAB ON GRADE O/
2" R-10 RIGID INSULATION
(UNDER ENTIRE SLAB) O/
VAPOR BARRIER O/
6" GRAVEL BED

4" CONC. SLAB ON GRADE O/
VAPOR BARRIER O/
6" GRAVEL BED

FINISH
FLOOR

F4 FLOOR ASSEMBLY:
PERMEABLE PAVERS

CONC. PAVERS O/
1" WASHED SAND OR 0.5"
WASHED CRUSHED STONE (FOR
BASE MATERIAL) O/
6" OPEN-GRADED BASE MATERIAL,
3/4" - 2" CRUSHED-WASHED O/
SUBGRADE (COMPACTION BASED
ON CURRENT SWMMWW
REQUIREMENTS)

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL W/
5" MIN. CLOSED CELL SPRAY FOAM
INSULATION (JM COROBOND MCS
(CLOSED CELL( POLYURETHANE OR
EQUIV., TYP., W/
BATT INSULATION TO FILL CAVITY
W/ 5/8" GWB O/
FINISH CEILING, PER PLAN

EXTERIOR

INTERIOR R1 ROOF ASSEMBLY: TYP. ROOF

FINISH
FLOOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
8" CONC. FOUNDATION WALL O/
2" RIGID INSULATION O/
2X4 FRAMING W/
R-15 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

EXTERIOR INTERIOR

W2 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL W/ INSULATION

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

W4 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

W5 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL O/
5/8" FIRE RATED
GYPSUM SHEATHING O/
FINISH CEILING, PER PLAN

EXTERIOR

EXTERIOR R2 ROOF ASSEMBLY:
TYP. ROOF AT CANOPY

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

R1

R2

SCALE: 1/4"   =    1'-0"1 BASEMENT

DWEL21-0051 APPROVED HOUSE PLANS Page 6 of 26

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

SEPARATE PERMIT
REQUIRED TO CONVERT
SPACE TO ANY USE
OTHER THAN STORAGE

Seismic Strap,
Ignition Source must
be a minimum of 18"
off garage floor.
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834'

836' 838'

DN
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A/V

STO.
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'
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'
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M/O
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B
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3 2

E DFH GI

0 2' 4' 8'

N

W.

D.

SD

CM

SD SDCM

SD

1
A17

8
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1
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6
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1
A18

1
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2
A18

31
'-7

"

4'
-6

"
TO
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.
4'

-6
"
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.

12'-10" 8'-1/2" +/- 6'-10 1/2"

77'-7"

8'-3 1/2" 9'-8" 3'-4" 6'

14
'-2

"

31
'-7

"

12'-10" 5'-11" 11'-1" 14'-10"

77'-7"

3", TYP. 3", TYP.

3'-1"
TO DOOR

9'
-1

1"
5'

5'
-1

0"
4'

-9
"2'-1"

3'-4"

1'
-5

"
3'

-7
"

11
'-2

"

5'
-1

0"

0" (840')

5
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A7

1
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A8

2
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3
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3
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1
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1
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1
A11

-0'-1 1/2"

832'

834'

838'

832'

NOTE: DEDICATED MAKUP AIR IS REQUIRED IF THE
CFM OF THE  HOOD EXCEEDS THE LIMITED CODE
MAXIMUM, PER IRC 1503.4.

INTERMITTENT WHOLE HOUSE FAN:50% RUNTIME PERCENTAGE
MIN. 180 CFM, WITH 24HR TIMER SET TO RUN FOR (2) HOURS
OUT OF EACH (4) HOUR SEGMENT, PER M1507.3.3(1).

DN

14
'-1

0"
1'

-1
1"

6'-4" 6'-6" 5'-11"

3'
3'

-4
"

2'
5'

-1
0"

DSDSDS

HOT & COLD
WATER HOSE BIB

(CONFIRM
PLACEMENT W/

ARCHITECT)

GAS BIB

C.C.

BEDROOM 01
WOOD

BATH 01
TILE

HALL
WOOD

BEDROOM 02
WOOD

POWDER
ROOM

TILE

PANTRY
WOOD

LAUNDRY
TILE

DRESSING
WOOD

MASTER
BATH

TILE

MASTER
BEDROOM

WOOD

KITCHEN
WOOD

LIVING
ROOM
WOOD

STAIRS
WOOD

DINING
ROOM
WOOD

OFFICE
WOOD

HALL
WOOD

TERRACE
CONC. PAVERS

PLANTING STRIP/
LANDSCAPE BUFFER

TERRACE
CONC. PAVERS

FAN/
LIGHT

COMBO

VENT TO ROOF
MIN. 100 CFM

VENT TO ROOF
MIN. 50 CFM

VENT DRYER
TO ROOF

KITCHEN HOOD
FUTURO FUTURO
48" STREAMLINE WALL RANGE HOOD *LIMITED
TO MAXIMUM 400CFM, PER CODE.

GAS FIREPLACE
MONTIGO

MONTIGO P52DF
ZERO CLEARANCE/ DIRECT VENTVENT TO

ROOF

VENT TO ROOF
MIN. 50 CFM

FAN/
LIGHT

COMBO

838'

SD

CM

1
A1

LINE OF FRAMING

LINE OF FRAMING

T

1

A

A

SYMBOL KEY

WINDOW
SYMBOL

SMOKE
DETECTOR

EXHAUST
FAN

TEMPERED GLASS
(ELEVATIONS)

OBSCURE GLASS
(ELEVATIONS)

DOOR
SYMBOL

OVERHEAD
WINDOW
SYMBOL

GAS BIB

HOSE BIB

SMOKE DETECTOR/
CARBON MONOXIDE
DETECTOR

EXISTING TO
REMAIN

ENLARGED
PLAN
INDICATOR

OBSC.

WALL, FLOOR, AND
ROOF ASSEMBLIES

SIDING, PER ELEVATION O/
1X PT FURRING STRIPS W/
2" FOIL FACED
RIGID INSULATION O/
WEATHER BARRIER O/
PLYWOOD SHEATHING O/
2X6 FRAMING, PER STRUCTUAL W/
R-21 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

W3 EXTERIOR WALL ASSEMBLY

EXTERIOR INTERIOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
DAMP PROOFING O/
8" CONC. FOUNDATION WALL

EXTERIOR INTERIOR

W1 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL

FLOOR FINISH PER PLAN
SHEATHING, PER STRUCTURAL O/
JOISTS PER STRUCT W/
R-38 BATT INSULATION O/
FINISH CEILING, PER PLAN

FINISH
CEILING

F3 FLOOR ASSEMBLY:
TYP. FRAMED FLOOR

FINISH
FLOOR

F2 FLOOR ASSEMBLY:
BASEMENT SLAB (FULLY INSULATED)

FINISH
FLOOR

F1 FLOOR ASSEMBLY:
GARAGE / EXTERIOR CONC. APRON(S)

4" CONC. SLAB ON GRADE O/
2" R-10 RIGID INSULATION
(UNDER ENTIRE SLAB) O/
VAPOR BARRIER O/
6" GRAVEL BED

4" CONC. SLAB ON GRADE O/
VAPOR BARRIER O/
6" GRAVEL BED

FINISH
FLOOR

F4 FLOOR ASSEMBLY:
PERMEABLE PAVERS

CONC. PAVERS O/
1" WASHED SAND OR 0.5"
WASHED CRUSHED STONE (FOR
BASE MATERIAL) O/
6" OPEN-GRADED BASE MATERIAL,
3/4" - 2" CRUSHED-WASHED O/
SUBGRADE (COMPACTION BASED
ON CURRENT SWMMWW
REQUIREMENTS)

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL W/
5" MIN. CLOSED CELL SPRAY FOAM
INSULATION (JM COROBOND MCS
(CLOSED CELL( POLYURETHANE OR
EQUIV., TYP., W/
BATT INSULATION TO FILL CAVITY
W/ 5/8" GWB O/
FINISH CEILING, PER PLAN

EXTERIOR

INTERIOR R1 ROOF ASSEMBLY: TYP. ROOF

FINISH
FLOOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
8" CONC. FOUNDATION WALL O/
2" RIGID INSULATION O/
2X4 FRAMING W/
R-15 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

EXTERIOR INTERIOR

W2 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL W/ INSULATION

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

W4 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

W5 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL O/
5/8" FIRE RATED
GYPSUM SHEATHING O/
FINISH CEILING, PER PLAN

EXTERIOR

EXTERIOR R2 ROOF ASSEMBLY:
TYP. ROOF AT CANOPY

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

R2

SCALE: 1/4"   =    1'-0"1 1ST FLOOR

DWEL21-0051 APPROVED HOUSE PLANS Page 7 of 26

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.
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0 2' 4' 8'

N

5
A7

2
A7

3
A7

1
A7

2
A8

2
A8

3
A8

3
A8

1
A8

1
A8

SK2

SK3 SK4

SK5

SK1

ROOF VENTILATION CALCULATIONS
MAIN HOUSE ROOF AREA  2,773 SF

N/A UNVENTED ROOF ASSEMBLY

SLOPE TO DRAIN
1/2" : 1'-0"  MIN.

SLOPE TO DRAIN
1/2" : 1'-0"  MIN.

RO
O

F 
SL

O
PE

1/
4"

 : 
1'

-0
"

SLOPE TO DRAIN
1/2" : 1'-0"  MIN.

SLOPE TO DRAIN
1/2" : 1'-0"  MIN.

BATH VENT BATH VENT

KITCHEN VENT

BATH VENT

DRYER VENT

VENT TO
ROOF

SD

CM

1
A1

LINE OF FRAMING

LINE OF FRAMING

T

1

A

A

SYMBOL KEY

WINDOW
SYMBOL

SMOKE
DETECTOR

EXHAUST
FAN

TEMPERED GLASS
(ELEVATIONS)

OBSCURE GLASS
(ELEVATIONS)

DOOR
SYMBOL

OVERHEAD
WINDOW
SYMBOL

GAS BIB

HOSE BIB

SMOKE DETECTOR/
CARBON MONOXIDE
DETECTOR

EXISTING TO
REMAIN

ENLARGED
PLAN
INDICATOR

OBSC.

WALL, FLOOR, AND
ROOF ASSEMBLIES

SIDING, PER ELEVATION O/
1X PT FURRING STRIPS W/
2" FOIL FACED
RIGID INSULATION O/
WEATHER BARRIER O/
PLYWOOD SHEATHING O/
2X6 FRAMING, PER STRUCTUAL W/
R-21 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

W3 EXTERIOR WALL ASSEMBLY

EXTERIOR INTERIOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
DAMP PROOFING O/
8" CONC. FOUNDATION WALL

EXTERIOR INTERIOR

W1 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL

FLOOR FINISH PER PLAN
SHEATHING, PER STRUCTURAL O/
JOISTS PER STRUCT W/
R-38 BATT INSULATION O/
FINISH CEILING, PER PLAN

FINISH
CEILING

F3 FLOOR ASSEMBLY:
TYP. FRAMED FLOOR

FINISH
FLOOR

F2 FLOOR ASSEMBLY:
BASEMENT SLAB (FULLY INSULATED)

FINISH
FLOOR

F1 FLOOR ASSEMBLY:
GARAGE / EXTERIOR CONC. APRON(S)

4" CONC. SLAB ON GRADE O/
2" R-10 RIGID INSULATION
(UNDER ENTIRE SLAB) O/
VAPOR BARRIER O/
6" GRAVEL BED

4" CONC. SLAB ON GRADE O/
VAPOR BARRIER O/
6" GRAVEL BED

FINISH
FLOOR

F4 FLOOR ASSEMBLY:
PERMEABLE PAVERS

CONC. PAVERS O/
1" WASHED SAND OR 0.5"
WASHED CRUSHED STONE (FOR
BASE MATERIAL) O/
6" OPEN-GRADED BASE MATERIAL,
3/4" - 2" CRUSHED-WASHED O/
SUBGRADE (COMPACTION BASED
ON CURRENT SWMMWW
REQUIREMENTS)

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL W/
5" MIN. CLOSED CELL SPRAY FOAM
INSULATION (JM COROBOND MCS
(CLOSED CELL( POLYURETHANE OR
EQUIV., TYP., W/
BATT INSULATION TO FILL CAVITY
W/ 5/8" GWB O/
FINISH CEILING, PER PLAN

EXTERIOR

INTERIOR R1 ROOF ASSEMBLY: TYP. ROOF

FINISH
FLOOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
8" CONC. FOUNDATION WALL O/
2" RIGID INSULATION O/
2X4 FRAMING W/
R-15 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

EXTERIOR INTERIOR

W2 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL W/ INSULATION

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

W4 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

W5 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL O/
5/8" FIRE RATED
GYPSUM SHEATHING O/
FINISH CEILING, PER PLAN

EXTERIOR

EXTERIOR R2 ROOF ASSEMBLY:
TYP. ROOF AT CANOPY

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

R2

R2

SCALE: 1/4"   =    1'-0"1 ROOF PLAN

DWEL21-0051 APPROVED HOUSE PLANS Page 8 of 26

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051
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-9'
BASEMENT

0"
1ST FLOOR

9'-1"
CEILING

13'-6"
T.O. PARAPET

B
T T

C

WOOD
RAINCREEN

CEMENT
PANEL FASCIA

CONC.
FOUNDATION

METAL COMPOSITE
PANEL, FINISH TO MATCH
ADJ. WINDOW(S), TYP.

FLASHING CAP AT PARAPET
WALLS (SEE DETAIL). COLOR TO
ADJ. WOOD (VFY. W/ ARCHITECT)

12"
 +/-1/2"

AVERAGE
BUILDING
ELEVATION
834.18'

-9'
BASEMENT

0"
1ST FLOOR

9'-1"
CEILING

13'-6"
T.O. PARAPET

TT

K J

AA T

WOOD
RAINCREEN

CONC.
FOUNDATION

FLASHING CAP AT PARAPET WALLS
(SEE DETAIL). COLOR TO ADJ. WOOD

(VFY. W/ ARCHITECT)

CEMENT PANEL
FASCIA

12"
 +/-1/2"

AVERAGE
BUILDING
ELEVATION
834.18'

EGRESS EGRESS

-9'
BASEMENT

0"
1ST FLOOR

9'-1"
CEILING

13'-6"
T.O. PARAPET

FLASHING CAP AT PARAPET
WALLS (SEE DETAIL). COLOR TO
ADJ. WOOD (VFY. W/ ARCHITECT)

WOOD
RAINCREEN

CONC.
FOUNDATION

CONC.
FOUNDATION

CEMENT BOARD PANEL
RAINSCREEN

PAINTED
GARAGE DOOR

T

A

2G

AVERAGE
BUILDING
ELEVATION
834.18'

-9'
BASEMENT

0"
1ST FLOOR

9'-1"
CEILING

13'-6"
T.O. PARAPET

1'-9 3/4"
1'-8 3/4" 1/4"

3'-3 3/4"
2 3/4"1/4"

EQ.

1/
2"

2'
-5

 1
/2

"
1/

4"
6'

-6
 1

/2
"

1/
4"T

3 2

T

WOOD
RAINCREEN

CONC.
FOUNDATION

WEATHERED STEEL
PANEL(S)  IN RAINSCREEN

APPLICATION

WOOD
RAINCREEN

FLASHING CAP AT PARAPET
WALLS (SEE DETAIL). COLOR TO
ADJ. WOOD (VFY. W/ ARCHITECT)

CEMENT
BOARD PANEL
RAINSCREEN

ROOFING
(BEYOND)

T T T T T T

I H G F E D

AVERAGE
BUILDING
ELEVATION
834.18'

EGRESS

-9'
BASEMENT

0"
1ST FLOOR

9'-1"
CEILING

13'-6"
T.O. PARAPET

1G
CEMENT BOARD
PANEL RAINSCREEN

EXTERIOR DOOR,
PAINTED TO MATCH
ADJ. CEMENT
BOARD PANELS

CONC.
FOUNDATION

AVERAGE
BUILDING
ELEVATION
834.18'

-9'
BASEMENT

0"
1ST FLOOR

9'-1"
CEILING

13'-6"
T.O. PARAPET

T

T

1

SOLID CORE ENTRY
DOOR W/ STEEL

PANEL LAMINATED
TO BOTH SIDES

AVERAGE
BUILDING
ELEVATION
834.18'

SD

CM

1
A1

T

1

A

A

SYMBOL KEY

WINDOW
SYMBOL

SMOKE
DETECTOR

EXHAUST
FAN

TEMPERED GLASS
(ELEVATIONS)

OBSCURE GLASS
(ELEVATIONS)

DOOR
SYMBOL

OVERHEAD
WINDOW
SYMBOL

GAS BIB

HOSE BIB

SMOKE DETECTOR/
CARBON MONOXIDE
DETECTOR

EXISTING TO
REMAIN

ENLARGED
PLAN
INDICATOR

OBSC.

EXTERIOR

EXTERIOR

EXTERIOR

SCALE: 1/4"   =    1'-0"1 EAST ELEVATION
SCALE: 1/4"   =    1'-0"2 WEST ELEVATION

SCALE: 1/4"   =    1'-0"5 NORTH ELEVATION

SCALE: 1/4"   =    1'-0"3 SOUTH ELEVATION
SCALE: 1/4"   =    1'-0"4 EAST ELEVATION (PARTIAL)

SCALE: 1/4"   =    1'-0"6 WEST ELEVATION (PARTIAL)
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Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051
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-9'
BASEMENT

±0"
1ST FLOOR

+9'-1"
CEILING

+13'-6"
T.O. PARAPET

BEDROOM 02 HALL KITCHEN
ENTRY
STAIR

MASTER
BATHROOM

GARAGE ENTRY
VESTIBULE

4
A11

3
A11

-9'
BASEMENT

±0"
1ST FLOOR

+9'-1"
CEILING

+13'-6"
T.O. PARAPET

ENTRY
STAIR

LIVING
ROOM

STORAGEHALL

WINDOW SCHEDULE

ID

A
AA
B
C
D
E
F
G
H
I
J
K

QTY

1
1
1
1
1
1
1
1
1
1
1
1

R.O. SIZE
WIDTH

22'
5'-6"
5'-6"
2'-6"
3'-6"
3'-6"
3'-6"
3'-6"
3'-6"
3'-6"

6'
6'

HEIGHT
10'

1'-9"
3'
3'

8'-8 3/4"
8'-8 3/4"
8'-8 3/4"
8'-8 3/4"
8'-8 3/4"
8'-8 3/4"

6'-3"
6'-3"

SILL HT
(+/-) VERIFY

-1'-1/2"
6'

5'-3"
5'-3"

3"
3"
3"
3"
3"
3"
2'
2'

TYPE *

---
---
---
---
---
---
---
---
---
---
---
---

NOTES U

0.22
0.21
0.21
0.21
0.21
0.21
0.21
0.21
0.21
0.21
0.21
0.21

AREA

220
10
17
8

31
31
31
31
31
31
38
38

512 ft²

UA Value

48.40
2.02
3.47
1.58
6.41
6.41
6.41
6.41
6.41
6.41
7.88
7.88

109.66

EXTERIOR DOOR SCHEDULE

ID

1
1G
2

2G
3

3G

QTY

1
1
1
1
1
1

R.O. SIZE (+/-)
W

6'-1"
6'-1 1/2"
3'-1 1/2"

18'
15'-1 1/2"
3'-1 1/2"

H
7'-9"

7'-3/4"
8'-11 3/4"

7'
8'-11 3/4"

7'-3/4"

PANELS
LEFT

1
1
1
---
3
1

RIGHT
0
1
0
---
0
0

LEAF LEFT

3'-7 1/2"
3'
3'
---
5'
3'

LEAF
RIGHT

3'-7 1/2"
3'
3'
---
5'
3'

NOTES

ALUM. + GLASS
ALUM. + GLASS
ALUM. + GLASS
GARAGE DOOR
ALUM. + GLASS
ALUM. + GLASS

U

0.24
0.24
0.24

---
0.24
0.24
1.20

UA

1.05
0.96
0.62

---
3.02
0.49
6.16

AREA

47
43
28

126
136
22

402 ft²

SKYLIGHT SCHEDULE
ID

SK1
SK2
SK3
SK4
SK5

QTY
1
1
1
1
1

WIDTH
14"
14"
14"
24"
24"

HEIGHT
14"
14"
14"
48"
48"

NOTES U UA AREA
---
---
---
---
---

1
A10

3
A10

-9'
BASEMENT

±0"
1ST FLOOR

+9'-1"
CEILING

+13'-6"
T.O. PARAPET

BATH 01
TILE

HALL
WOOD

POWDER
ROOM
TILE

GARAGEENTRY
VESTIBULE

STORAGE
(BEYOND)

LINE OF FRAMING

LINE OF FRAMING

SMOKE DETECTOR/
CARBON MONOXIDE
DETECTOR

WALL, FLOOR, AND
ROOF ASSEMBLIES

SIDING, PER ELEVATION O/
1X PT FURRING STRIPS W/
2" FOIL FACED
RIGID INSULATION O/
WEATHER BARRIER O/
PLYWOOD SHEATHING O/
2X6 FRAMING, PER STRUCTUAL W/
R-21 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

W3 EXTERIOR WALL ASSEMBLY

EXTERIOR INTERIOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
DAMP PROOFING O/
8" CONC. FOUNDATION WALL

EXTERIOR INTERIOR

W1 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL

FLOOR FINISH PER PLAN
SHEATHING, PER STRUCTURAL O/
JOISTS PER STRUCT W/
R-38 BATT INSULATION O/
FINISH CEILING, PER PLAN

FINISH
CEILING

F3 FLOOR ASSEMBLY:
TYP. FRAMED FLOOR

FINISH
FLOOR

F2 FLOOR ASSEMBLY:
BASEMENT SLAB (FULLY INSULATED)

FINISH
FLOOR

F1 FLOOR ASSEMBLY:
GARAGE / EXTERIOR CONC. APRON(S)

4" CONC. SLAB ON GRADE O/
2" R-10 RIGID INSULATION
(UNDER ENTIRE SLAB) O/
VAPOR BARRIER O/
6" GRAVEL BED

4" CONC. SLAB ON GRADE O/
VAPOR BARRIER O/
6" GRAVEL BED

FINISH
FLOOR

F4 FLOOR ASSEMBLY:
PERMEABLE PAVERS

CONC. PAVERS O/
1" WASHED SAND OR 0.5"
WASHED CRUSHED STONE (FOR
BASE MATERIAL) O/
6" OPEN-GRADED BASE MATERIAL,
3/4" - 2" CRUSHED-WASHED O/
SUBGRADE (COMPACTION BASED
ON CURRENT SWMMWW
REQUIREMENTS)

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL W/
5" MIN. CLOSED CELL SPRAY FOAM
INSULATION (JM COROBOND MCS
(CLOSED CELL( POLYURETHANE OR
EQUIV., TYP., W/
BATT INSULATION TO FILL CAVITY
W/ 5/8" GWB O/
FINISH CEILING, PER PLAN

EXTERIOR

INTERIOR R1 ROOF ASSEMBLY: TYP. ROOF

FINISH
FLOOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
8" CONC. FOUNDATION WALL O/
2" RIGID INSULATION O/
2X4 FRAMING W/
R-15 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

EXTERIOR INTERIOR

W2 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL W/ INSULATION

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

W4 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

W5 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL O/
5/8" FIRE RATED
GYPSUM SHEATHING O/
FINISH CEILING, PER PLAN

EXTERIOR

EXTERIOR R2 ROOF ASSEMBLY:
TYP. ROOF AT CANOPY

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

SD

CM

1
A1

T

1

A

A

SYMBOL KEY

WINDOW
SYMBOL

SMOKE
DETECTOR

EXHAUST
FAN

TEMPERED GLASS
(ELEVATIONS)

OBSCURE GLASS
(ELEVATIONS)

DOOR
SYMBOL

OVERHEAD
WINDOW
SYMBOL

GAS BIB

HOSE BIB

SMOKE DETECTOR/
CARBON MONOXIDE
DETECTOR

EXISTING TO
REMAIN

ENLARGED
PLAN
INDICATOR

OBSC.

EXTERIOR

EXTERIOR

EXTERIOR

R2

R2

R2

R2

R2

SCALE: 1/4"   =    1'-0"3 E/W SECTION

SCALE: 1/4"   =    1'-0"2 N/S SECTION 02

SCALE: 1/4"   =    1'-0"1 N/S SECTION 01

WINDOW &  DOOR NOTES
1.  ALL WINDOW DIMENSIONS ARE TO ROUGH
OPENING. ALL DOOR DIMENSIONS ARE DOOR
PANEL DIMENSIONS EXCEPT BI-FOLD DOORS,
EXTERIOR SLIDING DOORS, AND EXTERIOR
POCKETING DOOR SYSTEMS.

2. ALL NEW GLAZING AND DOOR U-VALUES PER
WASHINGTON STATE ENERGY CODE TABLE R402.1.1
"INSULATION & FENESTRATION REQUIREMENTS
FOR GROUP R OCCUPANCY CLIMATE ZONE 4C",
2015 EDITION.

ALL WINDOW, DOOR, AND OVERHEAD GLAZING TO
BE NFRC CERTIFIED PER MANUFACTURER.

3.  VERIFY ALL ROUGH OPENINGS IN FIELD PRIOR TO
ORDERING.

4.  PROVIDE TEMPERED GLASS WHERE REQUIRED BY
IRC R308. (AT LOCATIONS INCLUDING, BUT NOT
LIMITED TO THOSE MARKED TEMPERED IN THE
SCHEDULE & ELEVATIONS)

5. NFRC WINDOW NUMBERS:
MANUFACTURER: LOEWEN
# FOR TRIPLE-GLAZED
FIXED GLAZING:  U-FACTOR: 0.21

# FOR OPERABLE
(CASEMENT) GLAZING: U-FACTOR: 0.21

# FOR OPERABLE
(AWNING) GLAZING: U-FACTOR: 0.21

*NOTE: SEE SCHEDULE(S) FOR WINDOW SPECIFIC
U-VALUE CALCULATIONS.

*VALUES FOR WINDOWS NOT SPECIFICALLY LISTED
AS THE THREE U-VALUES  CITED ABOVE ARE
OBTAINED BY AVERAGING THE AREA OF FIXED
VERSUS OPERABLE IN A GIVEN WINDOW.

*WINDOW TYPE CODES FOR REFERENCE: (VERIFY
OPERATION W/ ELEVATIONS) 
F = FIXED, R or L = CASEMENT,
B = BOTTOM HUNG, T = TOP HUNG,
SR or LR = SLIDING, ST = DOUBLE HUNG

DWEL21-0051 APPROVED HOUSE PLANS Page 10 of 26

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.
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Window, Skylight and Door Schedule
Project Information Contact Information

Width Height
Ref. U-factor Qt. Feet Inch Feet Inch Area UA

Exempt Swinging Door (24 sq. ft. max.) 0.0 0.00
0.0 0.00

Vertical Fenestration (Windows and doors)
Component  Width Height
Description Ref. U-factor Qt. Feet Inch Feet Inch Area UA

0.22 1 22 10 0 220.0 48.40
0.21 1 5 6 1 9 9.6 2.02
0.21 1 5 6 3 0 16.5 3.47
0.21 1 2 6 3 0 7.5 1.58
0.21 1 3 6 8 8.8 30.6 6.42
0.21 1 3 6 8 8.8 30.6 6.42
0.21 1 3 6 8 8.8 30.6 6.42
0.21 1 3 6 8 8.8 30.6 6.42
0.21 1 3 6 8 8.8 30.6 6.42
0.21 1 3 6 8 8.8 30.6 6.42
0.21 1 6 6 3 37.5 7.88
0.21 1 6 6 3 37.5 7.88

0.0 0.00
0.0 0.00
0.0 0.00

0.24 1 6 1 7 9 47.1 11.32
0.24 1 3 1.5 8 12 28.1 6.73
0.24 1 15 1.5 8 12 135.8 32.59
0.24 1 3 1.5 7 0.8 22.1 5.30

0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00
0.0 0.00

SWEET RESIDENCE KELLEN WHITE - KELLEN@LANEWILLIAMS.COM
XXXX 310TH AVENUE SE. LANE WILLIAMS ARCHITECTS
RAVENSDALE, WA 98051 206.284.8355

A
AA
B
C
D
E
F
G
H
I
J
K

1
2
3

3G

Exempt Glazed Fenestration (15 sq. ft. max.)

(07/01/13)

Simple Heating System Size: Washington State

Project Information Contact Information

Heating System Type:
To see detailed instructions for each section, place your cursor on the word "Instructions".

Design Temperature
Instructions Design Temperature Difference (∆T) 46

    ∆T = Indoor (70 degrees) - Outdoor Design Temp

Area of Building
Conditioned Floor Area

Instructions Conditioned Floor Area (sq ft) 3,591

Average Ceiling Height Conditioned Volume
Instructions Average Ceiling Height (ft) 9.0 32,319

Glazing and Doors U-Factor X Area = UA
Instructions

0.220 618 136.00

Skylights U-Factor X Area = UA
Instructions 0.50 22 10.95

Insulation
Attic U-Factor X Area = UA

Instructions No selection ---

Single Rafter or Joist Vaulted Ceilings U-Factor X Area UA
Instructions 0.020 2,339 46.78

Above Grade Walls (see Figure 1) U-Factor X Area UA
Instructions 0.032 2,339 74.85

Floors U-Factor X Area UA
Instructions 0.025 2,339 58.48

Below Grade Walls (see Figure 1) U-Factor X Area UA
Instructions 0.042 1,252 52.58

Slab Below Grade (see Figure 1) F-Factor X Length UA
Instructions 0.303 215 65.15

Slab on Grade (see Figure 1) F-Factor X Length UA
Instructions No selection ---

Location of Ducts 
Instructions Duct Leakage Coefficient

1.00          

Sum of UA 444.79

Envelope Heat Load 20,460 Btu / Hour
    Sum of UA X ∆T

Air Leakage Heat Load 16,056 Btu / Hour
    Volume X  0.6 X ∆T X .018

Building Design Heat Load 36,516 Btu / Hour
    Air Leakage + Envelope Heat Loss

Building and Duct Heat Load 36,516 Btu / Hour
    Ducts in unconditioned space: Sum of Building Heat Loss X 1.10
    Ducts in conditioned space: Sum of Building Heat Loss X 1

Maximum Heat Equipment Output 45,645 Btu / Hour
    Building and Duct Heat Loss X 1.40 for Forced Air Furnace
    Building and Duct Heat Loss X 1.25 for Heat Pump

This heating system sizing calculator is based on the Prescriptive Requirements of the 2015 Washington State Energy Code (WSEC) and 
ACCA Manuals J and S. This calculator will calculate heating loads only. ACCA procedures for sizing cooling systems should be used to 
determine cooling loads. 

Please fill out all of the green drop-downs and boxes that are applicable to your project. As you make selections in the drop-downs for each 
section, some values will be calculated for you. If you do not see the selection you need in the drop-down options, please call the WSU Energy 
Extension Program at (360) 956-2042 for assistance. 

SWEET RESIDENCE
XXXX 310TH AVENUE SE.
RAVENSDALE, WA 98501

KELLEN WHITE - KELLEN@LANEWILLAIMS.COM
LANE WILLIAMS ARCHITECTS
206.284.8355

Above Grade

Below Grade

Figure 1.

All Other Systems Heat Pump

Renton

Conditioned Space

Select R-Value

R-10 Fully insulated

R-21 Interior

R-38

R-21 INT plus R-12 ci

R-49 Advanced

Select R-Value

U-0.22

Prescriptive Energy Code Compliance for All Climate Zones in Washington
Project Information Contact Information

This project will use the requirements of the Prescriptive Path below and incorporate the 
the minimum values listed. In addition, based on the size of the structure, the appropriate
number of additional credits are checked as chosen by the permit applicant.

Authorized Representative  _________________________________________________                                                      Date ___________________________

     1. Small Dwelling Unit:  1.5 credits

     2. Medium Dwelling Unit:  3.5 credits 

     3. Large Dwelling Unit:  4.5 credits

     4.  Additions less than 500 square feet:  .5 credits

Option Credit(s)
1a Efficient Building Envelope 1a 0.5
1b Efficient Building Envelope 1b 1.0
1c Efficient Building Envelope 1c 2.0 2.0
1d Efficient Building Envelope 1d 0.5
2a Air Leakage Control and Efficient Ventilation 2a 0.5
2b Air Leakage Control and Efficient Ventilation 2b 1.0
2c Air Leakage Control and Efficient Ventilation 2c 1.5
3a High Efficiency HVAC 3a 1.0
3b High Efficiency HVAC 3b 1.0 1.0
3c High Efficiency HVAC 3c 1.5
3d High Efficiency HVAC 3d 1.0
4 High Efficiency HVAC Distribution System 1.0
5a Efficient Water Heating 5a 0.5
5b Efficient Water Heating 5b 1.0 1.0
5c Efficient Water Heating 5c 1.5
5d Efficient Water Heating 5d 0.5
6 Renewable Electric Energy 0.5 *1200 kwh 0.0

Total Credits 4.00
*Please refer to Table R406.2 for complete option descriptions

Slabd R-Value & Depth

49j

21 int
21/21h

30g

10, 2 ft

Ceilingk

Wood Frame Wallg,m,n

Mass Wall R-Valuei

Each dwelling unit in a residential building shall comply with sufficient options from Table R406.2 so as to achieve the 
following minimum number of credits:

*Table R402.1.1 and Table R402.1.3 Footnotes included on Page 2.

Dwelling units exceeding 5000 square feet of conditioned floor area.

Description 
Table R406.2 Summary

Dwelling units less than 1500 square feet in conditioned floor area with less than 300 square feet of fenestration 
area.  Additions to existing building that are greater than 500 square feet of heated floor area but less than 1500 
square feet.

All dwelling units that are not included in #1 or #3. Exception: Dwelling units serving R-2 occupancies shall require 
2.5 credits.

SWEET RESIDENCE
XXXX 310TH AVENUE SE.
RAVENSDALE, WA 98501

KELLEN WHITE - KELLEN@LANEWILLIAMS.COM
LANE WILLIAMS ARCHITECTS

206.284.8355

All Climate Zones

0.029
0.042
n/a

10/15/21 int + TB

n/a
n/a
n/a

0.056

0.30
0.50
n/a

0.026
0.056

Floor
Below Grade Wallc,m

Glazed Fenestration SHGCb,e

Fenestration U-Factorb

Skylight U-Factor

U-FactoraR-Valuea

Table R402.1.1 Footnotes
For SI: 1 foot .= 304.8 mm, ci .= continuous insulation, int .= intermediate framing.
a R-values are minimums. U-factors and SHGC are maximums. When insulation is installed in a cavity which is less 
than the label or design thickness of the insulation, the compressed R-value of the insulation from Appendix Table 
A101.4 shall not be less than the R-value specified in the table.
b The fenestration U-factor column excludes skylights. The SHGC column applies to all glazed fenestration. 
c "10/15/21.+TB" means R-10 continuous insulation on the exterior of the wall, or R-15 on the continuous insulation 
on the interior of the wall, or R-21 cavity insulation plus a thermal break between the slab and the basement wall at 
the interior of the basement wall. "10/15/21.+TB" shall be permitted to be met with R-13 cavity insulation on the 
interior of the basement wall plus R-5 continuous insulation on the interior or exterior of the wall. "10/13" means R-
10 continuous insulation on the interior or exterior of the home or R-13 cavity insulation at the interior of the 
basement wall. "TB" means thermal break between floor slab and basement wall.
d R-10 continuous insulation is required under heated slab on grade floors. See R402.2.9.1.
e There are no SHGC requirements in the Marine Zone.
f  Reserved.
g Reserved.
h Reserved.
i The second R-value applies when more than half the insulation is on the interior of the mass wall.
j Reserved.
k For single rafter- or joist-vaulted ceilings, the insulation may be reduced to R-38.
l Reserved.
m Int. (intermediate framing) denotes standard framing 16 inches on center with headers insulated with a minimum 
of R-10 insulation.
Table R402.1.3 Footnote
a Nonfenestration U-factors shall be obtained from measurement, calculation or an approved source or as specified in 
Section R402.1.3.

0.0 0.00
0.0 0.00

Sum of Vertical Fenestration Area and UA 745.0 165.65
Vertical Fenestration Area Weighted U = UA/Area 0.22

Overhead Glazing (Skylights)
Component  Width Height
Description Ref. U-factor Qt. Feet Inch Feet Inch Area UA

0.50 1 1 2 1 2 1.4 0.68
0.50 1 1 2 1 2 1.4 0.68
0.50 1 1 2 1 2 1.4 0.68
0.50 1 2 0 4 0 8.0 4.00
0.50 1 2 0 4 0 8.0 4.00

0.0 0.00

Sum of Overhead Glazing Area and UA 20.1 10.04
Overhead Glazing Area Weighted U = UA/Area 0.50

765.1 175.69Total Sum of  Fenestration Area and UA (for heating system sizing calculations)

SK1
SK2
SK3
SK4
SK5

R2

R2

GLAZING SCHEDULE

HEATING SYSTEM WORKSHEET PRESCRIPTIVE WORKSHEET

PRESCRIPTIVE WORKSHEET

EXTERIOR PERSPECTIVE 01

GLAZING SCHEDULEDWEL21-0051 APPROVED HOUSE PLANS Page 11 of 26

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051
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EXTERIOR INTERIOR

SLOPE
TO DRAIN

CONT. STRAIGHT
CLEAT UNDER
MTL. COPING

ROOFING MEMBRANE
CONTINUES UNDER

MTL. COPING

EXTERIORINTERIOR

SLOPE
TO DRAIN

CONT. STRAIGHT
CLEAT UNDER
MTL. COPING

ROOFING MEMBRANE
CONTINUES UNDER
MTL. COPING

EXTERIOR
BEAM, PER

STRUCTURAL

SIDING
EXTENDS

DOWN 1/4"
PAST SOFFIT

BUG SCREEN
AT B.O.

RAINSCREEN
WALL, TYP.

W3

CONC. WALL
(BEYOND)

P T

W3

WEATHER BARRIER
LAPS FLASHING

F3

HEADER,
PER STRUCT.

NOTE: AT GARAGE CEILING
AND ALL INTERIOR WALLS TO
BE 5/8" TYPE X GWB TO
ESTABLISH REQ'D. FIRE
SEPARATION, PER IRC 302.6

EXTERIOR
INTERIOR

SLOPE
MIN. 1/8" = 1'-0"SLOPE

MIN. 1/8" = 1'-0"

4" DIA. PERFORATED
PIPE, TIGHT-LINED TO

STORMWATER SYSTEM

SLOPE TOP OF
FOOTING W/ MORTAR

FREE DRAINING MATERIAL,
WASHED ROCK 5/8"

MINUS NO FINES

STRUCTURAL FILL

FILTER FABRIC

DRAINAGE MEMBRANE
O/ DAMP PROOFING

F1

F1

FLUSH TRENCH
DRAIN, TIGHTLINED
TO STORM
DRAINAGE SYSTEM,
PER SPEC.

-1'-3"
T.O. FOUNDATION

EXTERIORGARAGE

PT SILL PLATE W/
FOAM GASKET

W3

MOISTURE BARRIER LAPS
MTL. SILL FLASHING

F3

P          T P T

4" DIA. PERFORATED
PIPE, TIGHT-LINED TO
STORMWATER SYSTEM

SLOPE TOP OF
FOOTING W/ MORTAR

FREE DRAINING MATERIAL,
WASHED ROCK 5/8"
MINUS NO FINES

STRUCTURAL FILL

FILTER FABRIC

DRAINAGE
MEMBRANECOLD JOINT

GARAGE
INTERIOR SLAB

LINE OF FRAMING

LINE OF FRAMING

WALL, FLOOR, AND
ROOF ASSEMBLIES

SIDING, PER ELEVATION O/
1X PT FURRING STRIPS W/
2" FOIL FACED
RIGID INSULATION O/
WEATHER BARRIER O/
PLYWOOD SHEATHING O/
2X6 FRAMING, PER STRUCTUAL W/
R-21 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

W3 EXTERIOR WALL ASSEMBLY

EXTERIOR INTERIOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
DAMP PROOFING O/
8" CONC. FOUNDATION WALL

EXTERIOR INTERIOR

W1 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL

FLOOR FINISH PER PLAN
SHEATHING, PER STRUCTURAL O/
JOISTS PER STRUCT W/
R-38 BATT INSULATION O/
FINISH CEILING, PER PLAN

FINISH
CEILING

F3 FLOOR ASSEMBLY:
TYP. FRAMED FLOOR

FINISH
FLOOR

F2 FLOOR ASSEMBLY:
BASEMENT SLAB (FULLY INSULATED)

FINISH
FLOOR

F1 FLOOR ASSEMBLY:
GARAGE / EXTERIOR CONC. APRON(S)

4" CONC. SLAB ON GRADE O/
2" R-10 RIGID INSULATION
(UNDER ENTIRE SLAB) O/
VAPOR BARRIER O/
6" GRAVEL BED

4" CONC. SLAB ON GRADE O/
VAPOR BARRIER O/
6" GRAVEL BED

FINISH
FLOOR

F4 FLOOR ASSEMBLY:
PERMEABLE PAVERS

CONC. PAVERS O/
1" WASHED SAND OR 0.5"
WASHED CRUSHED STONE (FOR
BASE MATERIAL) O/
6" OPEN-GRADED BASE MATERIAL,
3/4" - 2" CRUSHED-WASHED O/
SUBGRADE (COMPACTION BASED
ON CURRENT SWMMWW
REQUIREMENTS)

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL W/
5" MIN. CLOSED CELL SPRAY FOAM
INSULATION (JM COROBOND MCS
(CLOSED CELL( POLYURETHANE OR
EQUIV., TYP., W/
BATT INSULATION TO FILL CAVITY
W/ 5/8" GWB O/
FINISH CEILING, PER PLAN

EXTERIOR

INTERIOR R1 ROOF ASSEMBLY: TYP. ROOF

FINISH
FLOOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
8" CONC. FOUNDATION WALL O/
2" RIGID INSULATION O/
2X4 FRAMING W/
R-15 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

EXTERIOR INTERIOR

W2 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL W/ INSULATION

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

W4 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

W5 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL O/
5/8" FIRE RATED
GYPSUM SHEATHING O/
FINISH CEILING, PER PLAN

EXTERIOR

EXTERIOR R2 ROOF ASSEMBLY:
TYP. ROOF AT CANOPY

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

R2

R2

R2

SCALE: 1 1/2"=    1'-0"1 WALL SECTION @ MAIN ENTRY
SCALE: 1 1/2"=    1'-0"3 WALL SECTION @ SOUTH WALL 01

SCALE: 1 1/2"=    1'-0"2 WALL SECTION @ GARAGE FOOTING
DWEL21-0051 APPROVED HOUSE PLANS Page 12 of 26

Reviewed By: Amber Green
Date: 10/7/2021

Permit #: DWEL21-0051

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.
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INTERIOREXTERIOR

SLOPE
TO DRAIN

CONT. STRAIGHT
CLEAT UNDER
MTL. COPING

ROOFING MEMBRANE
CONTINUES UNDER

MTL. COPING

TIMBERWALL,
CURTAIN WALL
PER MFR. INSTALL
REQUIREMENTS

METAL FLASHING, ON
ALL SIDES, TO COVER
GAP BEWEEN
SHEATHING AND
SIDING, TYP.

HEAD
FLASHING

HEAD
FLASHING

-1'-3"
T.O. FOUNDATION WALL

MOISTURE BARRIER LAPS
MTL. SILL FLASHING

SEE TYP.
WINDOW DETAILSILL FLASHING, TYP.

P         T

P  
    

   T

+1/2"  LAYER
OF GWB

W2

SEE TYPICAL
FOUNDATION DETAIL

P         T

SEE WALL SECTION
AT TYPICAL ROOF

FASCIA

-3"
T.O. FOUNDATION WALL

INTERIOR EXTERIOR

PT SILL PLATE W/
FOAM GASKET

F3

EXTERIOR DOOR,
PER PLAN

F4

SILL PAN W/ FLEXIBLE
FLASHING UNDER DOOR

P         T

P         T

SEE TYPICAL
FOUNDATION DETAIL

W1

LINE OF FRAMING

LINE OF FRAMING

WALL, FLOOR, AND
ROOF ASSEMBLIES

SIDING, PER ELEVATION O/
1X PT FURRING STRIPS W/
2" FOIL FACED
RIGID INSULATION O/
WEATHER BARRIER O/
PLYWOOD SHEATHING O/
2X6 FRAMING, PER STRUCTUAL W/
R-21 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

W3 EXTERIOR WALL ASSEMBLY

EXTERIOR INTERIOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
DAMP PROOFING O/
8" CONC. FOUNDATION WALL

EXTERIOR INTERIOR

W1 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL

FLOOR FINISH PER PLAN
SHEATHING, PER STRUCTURAL O/
JOISTS PER STRUCT W/
R-38 BATT INSULATION O/
FINISH CEILING, PER PLAN

FINISH
CEILING

F3 FLOOR ASSEMBLY:
TYP. FRAMED FLOOR

FINISH
FLOOR

F2 FLOOR ASSEMBLY:
BASEMENT SLAB (FULLY INSULATED)

FINISH
FLOOR

F1 FLOOR ASSEMBLY:
GARAGE / EXTERIOR CONC. APRON(S)

4" CONC. SLAB ON GRADE O/
2" R-10 RIGID INSULATION
(UNDER ENTIRE SLAB) O/
VAPOR BARRIER O/
6" GRAVEL BED

4" CONC. SLAB ON GRADE O/
VAPOR BARRIER O/
6" GRAVEL BED

FINISH
FLOOR

F4 FLOOR ASSEMBLY:
PERMEABLE PAVERS

CONC. PAVERS O/
1" WASHED SAND OR 0.5"
WASHED CRUSHED STONE (FOR
BASE MATERIAL) O/
6" OPEN-GRADED BASE MATERIAL,
3/4" - 2" CRUSHED-WASHED O/
SUBGRADE (COMPACTION BASED
ON CURRENT SWMMWW
REQUIREMENTS)

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL W/
5" MIN. CLOSED CELL SPRAY FOAM
INSULATION (JM COROBOND MCS
(CLOSED CELL( POLYURETHANE OR
EQUIV., TYP., W/
BATT INSULATION TO FILL CAVITY
W/ 5/8" GWB O/
FINISH CEILING, PER PLAN

EXTERIOR

INTERIOR R1 ROOF ASSEMBLY: TYP. ROOF

FINISH
FLOOR

DRAINAGE MAT
(WHERE BELOW GRADE) O/
8" CONC. FOUNDATION WALL O/
2" RIGID INSULATION O/
2X4 FRAMING W/
R-15 BATT INSULATION O/
1/2" GWB W/
VAPOR RETARDER PRIMER O/
INTERIOR FINISH PER SCHEDULE

EXTERIOR INTERIOR

W2 EXTERIOR WALL ASSEMBLY:
FOUNDATION WALL W/ INSULATION

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

W4 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

W5 INTERIOR WALL ASSEMBLY:
TYP. INTERIOR WALL

INTERIOR INTERIOR

ROOFING MEMBRANE O/
ROOF COVER BOARD O/
MIN. 2" RIGID INSULATION O/
VAPOR BARRIER O/
SHEATHING, PER STRUCTURAL O/
TRUSS FRAMING, PER STRUCTURAL O/
5/8" FIRE RATED
GYPSUM SHEATHING O/
FINISH CEILING, PER PLAN

EXTERIOR

EXTERIOR R2 ROOF ASSEMBLY:
TYP. ROOF AT CANOPY

1/2" GWB (*TILE BACKER
AT TILED LOCATIONS) O/
2X4 FRAMING, PER STRUCTUAL O/
1/2" GWB (*TILE BACKER
AT TILED LOCATIONS)

HAT CHANNEL SOFFIT VENT

4" BOX STYLE GUTTER
(WITH LEAF SCREEN), PER
PLANS. ALIGN BOTTOM
EDGE W/ FASCIA

FLASHING UNDER MOISTURE
BARRIER, LAPS GUTTER

ENGINEERD
TRIM FASCIA

INTERIOREXTERIOR

TIMBERWALL,
CURTAIN WALL
PER MFR. INSTALL
REQUIREMENTS

R2 R1

W3

METAL FLASHING, ON
ALL SIDES, TO COVER
GAP BEWEEN
SHEATHING AND
SIDING, TYP.

HEAD
FLASHING

-3"
T.O. FOUNDATION WALL

8"
 M

IN
.

BASEMENTEXTERIOR

PT SILL PLATE W/
FOAM GASKET

F3

W2

SEE TYP.
WINDOW DETAIL

MOISTURE BARRIER LAPS
MTL. SILL FLASHING

SILL FLASHING, TYP.

P         T

P         T

R2

R2

R2

R2

SCALE: 1 1/2"=    1'-0"3 WALL SECTION @ STAIR STOREFRONT WIN.
SCALE: 1 1/2"=    1'-0"4 WALL SECTION @ TERRACE DOOR(S)

SCALE: 1 1/2"=    1'-0"2 WALL SECTION @ SOUTH WINDOW(S)

SCALE: 1 1/2"=    1'-0"1 WALL SECTION @ TYP. ROOF FASCIA

DWEL21-0051 APPROVED HOUSE PLANS Page 13 of 26

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.
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DN
48"

34
"

4"

110" 4"

54
"

6
A12

6
A12

5
A12

5
A12

4
A12

4
A12

3

4

6

2 A17

7

5 A17

3
A12

3
A12

CO
U

N
TE

RSH
EL

F

U
PP

ER
CA

B.

CA
BI

N
ET

CO
U

N
TE

R

COUNTER

CABINET

UPPER
CAB.

DN

S.1 S.1

S.1

W.1

10
"

14
"

26
"

1"
49

"
26

"

25"

24"

14"
48"VENT TO ROOF

MIN. 100 CFM

UP

CM CM

76
"

22" 87 1/2"

17
 1

/2
"

-9' (831')

6
A12

6
A12

5
A12

5
A12

4
A12

4
A12

3
A12

3
A12

S.1 S.1

S.1

W.1

-9'
BASEMENT

±0"
1ST FLOOR

EQ. EQ.

EQ. EQ.

2" 25 1/2" 33" 38 1/2" 2 1/2"

AL
IG

N

AL
IG

N

-9'
BASEMENT

±0"
1ST FLOOR

+9'-1"
CEILING

-9'
BASEMENT

±0"
1ST FLOOR

+9'-1"
CEILING

2"
5 1/2"

22"
5 1/2"
2"

37"

36
"

12
"

STEP LIGHT.
SEE RCP'S /

SPECIFICATION

AL
IG

N

AL
IG

N

-9'
BASEMENT

±0"
1ST FLOOR

20 3/4" 1" 36 1/2" 1" 36 1/2" 1" 25 1/2"

42
"

1 3/4"

+/
- 2

1 
5/

8"6"

12
"

BLACKENED STEEL
RAILING, SEE DETAIL

BENCH SEAT, INTEGRATED
INTO STAIR TREADS

GLASS RAILING.
BREAKS ALIGN W/
CURTAIN WALL (IN
BACKGROUND)

*POSSIBLE MTL. CAP
RAIL AT GLASS RAILING

STEP LIGHT. SEE RCP'S
/ SPECIFICATION

3"

2 
1/

2"
2 

1/
2"

SOLID VERTICAL
BLOCKING
@ EACH SUPPORT
LOCATION

GWB

1/4"x1 1/2" STEEL BAR SUPPORT
BRACKET WELDED TO RAIL,

WELD AND GRIND CORNERS, TYP.

1/4" COUNTERSUNK
S.S.
SCREWS, MIN. 2"
EMBED

1 1/2" X 1/2" FLAT BAR
HANDRAIL

3/16"

3" 1/
4"

2"VARIES

GWB

1/4"x1 1/2" STEEL BAR
SUPPORT BRACKET

WELDED TO HANDRAIL

SOLID VERTICAL
BLOCKING @ EACH

SUPPORT LOCATION

LINE OF 1/2" X
1-1/2" STEEL
FLATBAR
HANDRAIL ABOVE

FLATSLOPED

SCALE: 1/2"   =    1'-0"1 STAIR - MAIN FLOOR ENLARGED

SCALE: 1/2"   =    1'-0"2 STAIR - BASEMENT ENLARGED

SCALE: 1/2"   =    1'-0"5 STAIR SECTION 03

SCALE: 1/2"   =    1'-0"4 STAIR SECTION 02
SCALE: 1/2"   =    1'-0"3 STAIR SECTION 01

SCALE: 1/2"   =    1'-0"6 STAIR SECTION 04

SCALE: 3"       =    1'-0"7 TYP. STEEL HANDRAIL SECTION

SCALE: 3"       =    1'-0"8 TYP. STEEL HANDRAIL PLAN
DWEL21-0051 APPROVED HOUSE PLANS Page 14 of 26

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.
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1/2"

2 
1/

2" 1/
8"

GWB GWB

FLOOR FINISH
PER PLAN

FLOOR FINISH PER
PLAN

SHEATHING

WOOD BASE FINISHED
PER PROJECT MANUALLENGTH, PER PLAN

H
EI

G
H

T,
 P

ER
 P

LA
N

6"

MATCH TREAD DEPTH

1/2" MDF,
PAINTED

3/4" WOOD
NOSING

3/4" WOOD
TREAD

STRINGER PER STRUCTURAL

FINISH FLOORING PER PLANS

5/8" GWB

1" TYP.

1/
4"

, T
YP

.

4"

4"

DRAWER FINISH
PER INT.
ELEVATIONS

COUNTERTOP,
PER SPEC.

WOOD BASE

3/4" PLYWOOD
CABINET BOX

EASED EDGE

1/
4"

, T
YP

.

1", TYP.

  

DRAWER/ DOOR
FINISH PER INT.
ELEVATIONS

2 CM STONE
COUNTERTOP

VFY. FULL TILE MODULE,
TYP. (IF APPLICABLE)

PROVIDE SECURE
MOUNTING FOR
FLOATING SHELF,
AS REQUIRED

VFY. FULL TILE
MODULE, TYP. (IF
APPLICABLE)

H
EI

G
H

T 
PE

R 
IN

T.
EL

EV
AT

IO
N

CABINET DEPTH PER PLAN

2" 2"

CABINET DEPTH PER PLAN

ADJUSTABLE
SHELVES, PER
INTERIOR ELEVATION

DOOR FINISH, PER
ELEVATION

SOLID WOOD
EDGE BAND AT ALL
EXPOSED SHELF
ENDS, TYP.

CABINET PULL(S)
(ROUTED FLUSH W/
BOTTOM O/
DOOR(S), TYP.

PROVIDE SECURE
MOUNTING, AS
REQ'D.

ADJUSTABLE SHELVES,
PER ELEVATION

CABINET INTERIOR
TO MATCH ADJ.
CABINET DOOR(S)

SOLID WOOD EDGE
BAND AT ALL EXPOSED
SHELF ENDS, TYP.

PROVIDE SECURE
MOUNTING, AS REQ'D.

FIXTURE PER
LIGHTING PLAN

FIXTURE PER
LIGHTING PLAN

EDGE BAND JOINTLY,
AS REQUIRED

CAB. W/ DOORS CAB. W/O DOORS

4"

4"
4"

ALIGN T.O. CURB W/ TILE
MODULE. POLISH AT EDGE

GLASS PANEL

SUBFLOOR, TYP.

BACKER

FINISH FLOOR PER
PLANS

SILICON
PANEL TO

TOP OF
CURB

GLASS DOOR

BUILT UP SLOPE
AT SHOWER
FLOOR, TYP.

BUILT UP CURB
PER PLANS, TYP.

BACKER
BOARD

VERIFY W/ SHOWER
SLOPE CLEARANCE

TILE PER PLANS

TILE JOINT IF
NECESSARY

GLASS PANEL

TILE OUTSIDE OF SHOWER,
W/ POLISHED EDGE

TILE PER PLANS

GLASS PANEL

5/8" GWB

CHANNEL INSET INTO TILE,
FINISH TO MATCH BATH
HARDWARE

METAL CHANNEL
SET INTO GWB,
FINISH TO MATCH
BATH HARDWARE

ALIGN T.O. CURB W/
TILE MODULE. POLISH
EDGE

GLASS PANELSILICON
PANEL TO

TOP OF
CURB

GLASS DOOR

BUILT UP SLOPE
AT SHOWER
FLOOR, TYP.

BUILT UP CURB
PER PLANS, TYP.

BACKER
BOARD

VERIFY W/ SHOWER
SLOPE CLEARANCE

TILE PER PLAN

TILE JOINT IF
NECESSARY

GLASS PANEL

TILE OUTSIDE OF SHOWER,
W/ POLISHED EDGE

TILE PER PLANS

GLASS PANEL

5/8" GWB

CHANNEL INSET INTO TILE, FINISH
TO MATCH BATH HARDWARE

METAL CHANNEL
SET INTO GWB,
FINISH TO MATCH
BATH HARDWARE

BACKER
BOARD

NOTE: WATERPROOFING AT SHOWER NOT
SHOWN

AT WALL

AT CEILING (WHERE APPLICABLE)

NOTE: WATERPROOFING AT SHOWER NOT
SHOWN

AT WALL

AT CEILING (WHERE APPLICABLE)

1"

INTERIOREXTERIOR

STANDARD
WINDOW

WOOD LINER

WINDOW, PER
SCHEDULE

SHIM AS REQUIRED

GWB

BACKER ROD
& SEALANT

SIDING, PER PLANS

WATER RESISTANT
BARRIER

METAL HEAD
FLASHING

WATER BARRIER,
LAPS FLASHING

ADD  R-10 RIGID
INSULATION TO FREE

AREA OF HEADER, TYP.

SIDING, PER PLANS

1/4" REVEAL

SIDES OF WINDOW
SILL ALIGN W/
WINDOW LINER

SCALE: 3"       =    1'-0"2 TYP. BASEBOARD DETAIL

SCALE: 3"       =    1'-0"1 TYP. CLOSED TREAD DETAIL

SCALE: 3"       =    1'-0"5 TYP. CABINET DETAIL
SCALE: 3"       =    1'-0"6 TYP. FLOATING CABINET

SCALE: 3"       =    1'-0"4 TYP. FLOATING UPPER CABINET

SCALE: 3"       =    1'-0"7 TYP. SHOWER CURB

SCALE: 3"       =    1'-0"3 TYP. WINDOW DETAIL
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Reviewed By: Amber Green
Date: 10/7/2021
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Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.
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EXTEND 9"
BEYOND

ROUGH
OPENING

EXTEND 9"
BEYOND

ROUGH
OPENINGROUGH

OPENING

STEP 1
APPLY SILL FLASHING.
PARTIALLY PULL RELEASE PAPER.

ROUGH
OPENING

STEP 2
APPLY SIDE FLASHING

ROUGH
OPENING

STEP 3
APPLY HEAD FLASHING

ROUGH
OPENING

STEP 4
APPLY VAPROLIQUI-FLASH TO OPENING

STEP 5
APPLY VAPROLIQUI-FLASH TO HEAD/JAMBS OF
WINDOW

STEP 6
INSTALL WINDOW

STEP 7
METAL HEAD FLASHING, SET IN DOW 758
SEALANT AND FORM FOLDED UP END DAMS

STEP 8
SEAL EDGE OF WRAPSHIELD TO WINDOW
FLANGE & METAL FLASHING W/ DOW 758
SEALANT

STEP 9
APPLY DOW 758 SEALANT & BACKER ROD TO
INTERIOR PRIOR TO APPLICATION OF LINER &
STOOL

MOISTURE BARRIER
LAPS OVER HEAD

FLASHING

SILL FLASHING
LAPS OVER
MOISTURE
BARRIER &
ADHERES TO
WRAPSHIELD

WINDOW FLASHING ASSEMBLY

DWEL21-0051 APPROVED HOUSE PLANS Page 16 of 26

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

Approved plans and supplemental documentation
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Permit #: DWEL21-0051
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RCP KEY

 SMOKE DETECTOR

 COMBINED SMOKE & CARBON MONOXIDE DETECTOR

 EXHAUST FAN (SIZE PER PROJECT MANUAL)

 RECEPTACLE

 RECEPTACLE (SEE INTERIOR ELEVATIONS FOR DETAILS)

 LEGRAND.   USB PLUGMOLD.
 BK20GB606TRUSB (VERIFY LENGTH PER PLANS)

 WATERPROOF RECEPTACLE

 FLOOR RECEPTACLE

RCP KEY

 SINGLE SWITCH

 DIMMER SWITCH

 TIMER SWITCH

 REMOTE TRANSFORMER

 MOTION SWITCH

 spOre.  TRUE DOORBELL.  AMBER.
 TDB-A-A (VERIFY HT W/ OWNER)

 TECHPORT (VERIFY LOCATION W/ OWNER)

 TV OUTLET (VERIFY LOCATION W/ OWNER)

PROVIDE RECEPTACLES PER CODE IN ADDITION TO THOSE SHOWN IN PLAN:

SWITCHES, DIMMERS, RECEPTACLES, AND COMMUNICATION OUTLETS:
LUTRON MAESTRO SWITCHES + DIMMERS.  PROVIDE MATCHING DEVICE, FRAME COVER, AND SCREWLESS COVER PLATE FOR ALL SWITCHES AND
DIMMERS.  PROVIDE COVER PLATE W/ SCREWS FOR ALL RECEPTACLES.  COLOR TO BE SELECTED BY ARCHITECT WHEN INTERIOR PAINT COLORS ARE
SELECTED.  STANDARD WALL RECEPTACLES NOT SHOWN, PROVIDE PER UEC AND VERIFY LOCATIONS W/ ARCHITECT.  POWER SUPPLY FOR APPLIANCES
AND MECHANICAL EQUIPMENT NOT SHOWN, PROVIDE PER UEC AND ACCORDING TO MANUFACTURER'S RECOMMENDATIONS.

HIGH EFFICACY LUMINARIES:
MINIMUM 75% OF ALL INTERIOR LUMINAIRES SHALL BE HIGH EFFICACY PER WSEC R404.1

ID

1

2

3

4

5

6

7

8

9

10

MANUFACTURER

JUNO

PABLO

JUNO

WAC LIGHTING

LITHONIA LIGHTING

LITHONIA LIGHTING

TBD

KELVIX

WAC LIGHTING

PANASONIC

NAME

JUNO 2" LED ADJUSTABLE, GEN2

CIELO

JUNO 2" LED ROUND DOWNLIGHT,
GEN2

PRECISION MULTIPLE SPOTS

(4') LED DRY STRIP LOCATION STRIP
LIGHT

(2') LED DRY STRIP LOCATION STRIP
LIGHT

CEILING FAN W/ DIMMABLE LED
LIGHT
45 DG UNDERCABINET LED
EXTRUSION (TRANSFORMER
LOCATION ON PLAN)

WL-LED101 STEP AND WALL LIGHT

PANASONIC FAN/ LIGHT COMBO

PRODUCT NUMBER

2LEDDRIVER GSC 10LM 120 FRPC |
2LEDTRIM-G2-ADJ-27K-90CRI-FL-
SN | W/ 2NCMF
COLOR: SATIN ALUMINUM/ GRAY
CORD
2LEDDRIVER GSC 10LM 120 FRPC |
2LEDTRIM-G2-DB-27K-90CRI-FL-
SNSN | W/ 2NCMF
MT-4LD216TL-WT  MT4LD211NE-
F-27-BK (HOUSING)

MNSL L46 1LL MVOLT GZN 40K
80CRI M6

MNSL L23 1LL 120V GZN 40K
80CRI M6

006-I-(LENGTH PER PLAN)-
PQ-3000-WH-CP-SV-ULV

WL-LED101-120VAC-2700-90-WT

FV-08-VRE2

LAMP

(1) JUNO 11W
LED

(1) 8W
INTEGRATED LED

(1) JUNO 11W
LED

11.5W LED

(1) 25W LED

(1) 25W LED

(1) 4.5W/FT LED
STRIP

(1) 3.9W LED

(1) 18.5W LED

LUMENS

1000 LM

380 LM

1000 LM

765 LM

2300 LM

1150 LM

508 LM /
FT

68 LM

TEMP

2700K

3000K

2700K

2700K

4000K

4000K

2700K

2700K

UP

CM CM

DB

11 111

11

1

M

M

DD
D

D

WP

55 5 5 5 5

5 5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

5

ON CEILING

ON CEILING TO
LANDSCAPE

LIGHTING

TO STAIR
LIGHTING
SWITCH

UPSTAIRS

9
ON DAYLIGHT

SENSOR

GARAGE

TO GARAGE
DOOR

GARAGE KEYPAD

LIGHT LIST
SCALE: 1/4"   =    1'-0"1 BASEMENT
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Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.

Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.
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RCP KEY

 SMOKE DETECTOR

 COMBINED SMOKE & CARBON MONOXIDE DETECTOR

 EXHAUST FAN (SIZE PER PROJECT MANUAL)

 RECEPTACLE

 RECEPTACLE (SEE INTERIOR ELEVATIONS FOR DETAILS)

 LEGRAND.   USB PLUGMOLD.
 BK20GB606TRUSB (VERIFY LENGTH PER PLANS)

 WATERPROOF RECEPTACLE

 FLOOR RECEPTACLE

RCP KEY

 SINGLE SWITCH

 DIMMER SWITCH

 TIMER SWITCH

 REMOTE TRANSFORMER

 MOTION SWITCH

 spOre.  TRUE DOORBELL.  AMBER.
 TDB-A-A (VERIFY HT W/ OWNER)

 TECHPORT (VERIFY LOCATION W/ OWNER)

 TV OUTLET (VERIFY LOCATION W/ OWNER)

PROVIDE RECEPTACLES PER CODE IN ADDITION TO THOSE SHOWN IN PLAN:

SWITCHES, DIMMERS, RECEPTACLES, AND COMMUNICATION OUTLETS:
LUTRON MAESTRO SWITCHES + DIMMERS.  PROVIDE MATCHING DEVICE, FRAME COVER, AND SCREWLESS COVER PLATE FOR ALL SWITCHES AND
DIMMERS.  PROVIDE COVER PLATE W/ SCREWS FOR ALL RECEPTACLES.  COLOR TO BE SELECTED BY ARCHITECT WHEN INTERIOR PAINT COLORS ARE
SELECTED.  STANDARD WALL RECEPTACLES NOT SHOWN, PROVIDE PER UEC AND VERIFY LOCATIONS W/ ARCHITECT.  POWER SUPPLY FOR APPLIANCES
AND MECHANICAL EQUIPMENT NOT SHOWN, PROVIDE PER UEC AND ACCORDING TO MANUFACTURER'S RECOMMENDATIONS.

HIGH EFFICACY LUMINARIES:
MINIMUM 75% OF ALL INTERIOR LUMINAIRES SHALL BE HIGH EFFICACY PER WSEC R404.1

ID

1

2

3

4

5

6

7

8

9

10

MANUFACTURER

JUNO

PABLO

JUNO

WAC LIGHTING

LITHONIA LIGHTING

LITHONIA LIGHTING

TBD

KELVIX

WAC LIGHTING

PANASONIC

NAME

JUNO 2" LED ADJUSTABLE, GEN2

CIELO

JUNO 2" LED ROUND DOWNLIGHT,
GEN2

PRECISION MULTIPLE SPOTS

(4') LED DRY STRIP LOCATION STRIP
LIGHT

(2') LED DRY STRIP LOCATION STRIP
LIGHT

CEILING FAN W/ DIMMABLE LED
LIGHT
45 DG UNDERCABINET LED
EXTRUSION (TRANSFORMER
LOCATION ON PLAN)

WL-LED101 STEP AND WALL LIGHT

PANASONIC FAN/ LIGHT COMBO

PRODUCT NUMBER

2LEDDRIVER GSC 10LM 120 FRPC |
2LEDTRIM-G2-ADJ-27K-90CRI-FL-
SN | W/ 2NCMF
COLOR: SATIN ALUMINUM/ GRAY
CORD
2LEDDRIVER GSC 10LM 120 FRPC |
2LEDTRIM-G2-DB-27K-90CRI-FL-
SNSN | W/ 2NCMF
MT-4LD216TL-WT  MT4LD211NE-
F-27-BK (HOUSING)

MNSL L46 1LL MVOLT GZN 40K
80CRI M6

MNSL L23 1LL 120V GZN 40K
80CRI M6

006-I-(LENGTH PER PLAN)-
PQ-3000-WH-CP-SV-ULV

WL-LED101-120VAC-2700-90-WT

FV-08-VRE2

LAMP

(1) JUNO 11W
LED

(1) 8W
INTEGRATED LED

(1) JUNO 11W
LED

11.5W LED

(1) 25W LED

(1) 25W LED

(1) 4.5W/FT LED
STRIP

(1) 3.9W LED

(1) 18.5W LED

LUMENS

1000 LM

380 LM

1000 LM

765 LM

2300 LM

1150 LM

508 LM /
FT

68 LM

TEMP

2700K

3000K

2700K

2700K

4000K

4000K

2700K

2700K

DN

SD

CM

SD SDCM

SD

5"
5'

5"
5"

11'

5"

9'

8'-0"

8'-0"

1 1

1 1

1

1

1

1

1 1 1 1

1

1

1

1

1

1 1

1

1

1

1 1

1 1

1

1

3

3

3

3

3

3

33 3 3333

11 1

1

1

1

1

1

1 1

11

1

1

5 5

6
6

7

7

7

8

8

8

8

8

M

M

G

INTERMITTENT WHOLE HOUSE FAN:50% RUNTIME PERCENTAGE
MIN. 180 CFM, WITH 24HR TIMER SET TO RUN FOR (2) HOURS
OUT OF EACH (4) HOUR SEGMENT, PER M1507.3.3(1).

DN

UNDER
UPPER CAB.

DD

D

DD
DD

D

T

D

D

DDD

D DD

T

D

D

D

G

G

G G

GG

D T

G

G

G

G

G

T

D
DT

T

12"G

12"G

12"G

G G G

DD

D

DD

D

DT

DD

WP WPWP

D

DSDSDS

2 22 2

4

4

4

4

4 4

3

3

3

3

3

3 33 3 3

8

FAN/
LIGHT

COMBO

VENT TO ROOF
MIN. 100 CFM

VENT TO ROOF
MIN. 50 CFM

VENT DRYER
TO ROOF

VENT TO
ROOF

VENT TO ROOF
MIN. 50 CFM

ON CEILING

ON CEILING

ON FLOOR

ON FLOOR

SCENE

SC
EN

E

FAN/
LIGHT

COMBO

TO SCENE
CONTROLLER

TO LANDSCAPE
LIGHTING

TO SCENE
CONTROLLER

TO
LANDSCAPE

LIGHTING

TO DOWNSTAIRS SWITCH

9
ON

DAYLIGHT
SENSOR

9
ON

DAYLIGHT
SENSOR

9
ON

DAYLIGHT
SENSOR

9 ON DAYLIGHT
SENSOR

SC
EN

E

TO
LANDSCAPE

LIGHTING

ALL AROUND
MIRROR

ALL AROUND
MIRROR

ALL AROUND MIRROR

UNDER
UPPER
CAB.

POWER & DATA
FOR A/V

POWER FOR A/V
AT BACK OF CABINET

PO
W

ER
 &

 D
AT

A 
FO

R 
A/

V
(F

IN
AL

 P
LA

C
EM

EN
T 

PE
R

O
W

N
ER

(S
))

POWER & DATA FOR A/V
(FINAL PLACEMENT PER

OWNER(S))

POWER & DATA FOR A/V
(FINAL PLACEMENT PER

OWNER(S))

POWER & DATA FOR A/V
(FINAL PLACEMENT PER

OWNER(S)) - THIS ENTIRE
ROOM

GENERAL NOTE: INCLUDE
PRICING FOR SURROUND
SOUND. FINAL SPEAKER

PLACEMENT (IN WALL OR
CEILING) PER OWNER(S).

TO SCENE
CONTROLLER

T

T

IN BACK
OF CAB.

LIGHT LIST
SCALE: 1/4"   =    1'-0"1 1ST FLOOR
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Plans reviewed for compliance.  Issuance of
permit or plans, specifications, and

computations shall not be construed to be a
permit for, or an approval of any violation of

any of the provisions of the International
Building Codes, Washington State Code,

King County Code, or any other ordinance of
King County.

Approved plans and supplemental documentation
shall be available on site in printed form at the
correct scale as shown on the plans. 
Failure to have plans and supplemental
documentation on site at time of inspection can
result in automatic failure with re-inspection fee.
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Reviewed By: Amber Green
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Approved plans and supplemental documentation
shall be available on site in printed form at the
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